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THE © «SUSTAINABLE DEVELOPMENT » =+ PRODUCTS

-> Energy savings (mode locking, setpoint limits)

THE © «USER»

- Air blowing distance up to 11m

-> Horizontal and vertical airflow sweep

- Multiple applications connectable using the dry contact: room card,
presence detection

THE O «INSTALLER»

-> Horizontal or vertical installation

RWVO05 remote control included
High airflow rate
Extra-slim unit (199 mm)

Integrated electronic expansion
valve

Dry contact available

THE © «TECHNOLOGY » ! —

- Optimal regulation thanks to its electronic expansion valve s ‘E"-I!? =
ROVO2  RVWO3 RWVO7
(optional)  (optional) (optional)

FAV TECHNICAL DATA

Indoor unit

FEATURES

Bhass ﬁ:‘"fs': ,s);?fs': git?agslz ﬁ:,“;i': ,s)i:‘agslz gihnagslg 2:1“35'2 ,s;:‘"fs': TECHNOLOGY:
Part number 7SP02H007 7SP01H004 7SP02HO11 7SP01H005 7SP01H006 -
RATED POWER N
KBtwh | 95 123 19.1 242 273 30.7 38.2 48 @
Cooling kW 2.8 3.6 5.6 74 8 9 11.2 14 odNaGi e
— KBtwh | 10.9 136 215 27.3 30.7 34.1 426 55 USER FUNCTIONS:
KW 3.2 4 6.3 8 9 10 12,5 16
ELECTRICAL PARAMETERS g %
Phase/Voltage/Frequency | \ 1P/220-230V/50-60Hz 'L - N
PERFORMANCE e (e
Airflow (LS/MS/HS) mih | 580/710/800 | 580/710/800 | 580/710/800 | 580/710/800 | 1610/1820/2040 | 1610/1820/2040 | 1610/1820/2040 | 1610/1820/2040 INSTALLER FUNCTIONS:
Noise level (LS/MS/HS) | dB(A) | 33/35/38 | 33/35/38 | 35/37/40 | 35/37/40 | 38/40/43 | 38/40/43 | 38/42/46 | 38/42/46
INSTALLATION a
(E\,’\jieﬁzg)dimemns mm | 990x655x199 | 990x665x199 | 990x655x199 | 990x665x199 |1580x700x240 | 1580x700x240 | 1580x700x240 1580x700x240 onvcomer
mﬁ%g) dineisie mm  |1160x7301280| 1160x730x280 1160x730x280) 1160x730x280 | 17204800330 1720xB00x330)| 1720x800x330 17204800330
Net weight/Gross weight | kg | 28.3/34.3 | 28.3/36.4 | 28.3/36.4 | 28.3/36.4 | 50/57 50/57 54/61 54/61
Liquid pipe diameter inches 1/4” 1/4” 1/4” 3/8” 3/8” 3/8” 3/8” 3/8”
Suction pipe diameter | inches |  3/8” 1/2” 1/2” 5/8” 5/8” 5/8” 5/8” 5/8”
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