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THE © «SUSTAINABLE DEVELOPMENT » 4 PRODUCTS

- Energy savings (mode locking, setpoint limits)
THE © «USER»
- Multiple applications connectable using the dry contact: room card,
presence detection )
- Air renewal by supply of fresh air PSRl
°
THE © «INSTALLER» e SIS
- Ease of installation thanks to its small dimensions
- Integrated condensate pump

e RWV05 remote control included
¢ Integrated condensate pump
e Extra-slim unit 250 mm

e Dry contact available

THE © «TECHNOLOGY » !
-> Optimal regulation thanks to its electronic expansion valve s
- Adaptability to the ventilation network thanks to its adjustable static -
pressure (iﬁflfaorgé
RCV02 receiver to
(optional) combined
with RCV02)
—
DBV TECHNICAL DATA ?EH'# =
SORP ‘ ‘AWSI-DBV AWSI-DBV | AWSI-DBV | AWSI-DBV | AWSI-DBV | AWSI-DBV -
01-N1 1 oz-m 1 oz-m 1 03-N1 1 os-m 1 04-N1 1 - -
Phase phose | phase | phese | phese | phee | phase (optional) (optional)
Part number 7SP0O3H035 7SPO3HO41 7SP03H038 | 7SPO3H039 7SPO3H040
RATED POWER FEATURES
Cooling kBtu/h 191 24.2 27.3 30.7 38.2 47.8 TECHNOLOGY:
KW 5.6 741 8 9 11.2 14
Heating kBtuh | 215 27.3 30.7 34.1 443 55.6 ;‘ %
kW 6.3 8 9 10 13 16.3 @
ELECTRICAL PARAMETERS Eoitt
Phase/Voltage/Frequency ‘ ‘ 1P/230V/50-60Hz AIR QUALITY / CLEAN:
PERFORMANCE
Airflow (LS/MS/HS) m¥h | 699/805/920 | 950/1090/1230 | 950/1090/1230 | 930/1180/1500 | 900/1300/1700 |1250/1700/2000 @
Noise level (LS/MS/HS) dB(A) | 36/38/40 | 38/40/42 | 39/43/46 | 38/42/46 | 39/43/46 | 39/44/47
INSTALLATION e
External dimensions (WxHxD) | mm | 1050x250x720 | 1050x250x720 | 1050x250x720 | 1100x248x700 | 1500x248x700 | 1500x248x700 USER FUNCTIONS:
Shipping dimensions (WxHxD) | mm | 1170x340x860 | 1170x340x860 | 1170x340x860 | 1332x280835 | 1698x305x857 | 1698X305x857 AT
Net weight/Gross weight kg | 30,5/359 | 33,1/38,5 | 33,1/38,5 | 39.4/454 | 48,3/56,5 | 51.3/59,5 g %
Liquid pipe diameter inches 1/2” 3/8” 3/8” 3/8” 3/8” 3/8” e sorenaner o oo Rasmar
Suction pipe diameter inches 1/4” 5/8” 5/8” 5/8” 5/8” 5/8” (Enem
Static pressure Pa 50 50 50 50 50 50 INSTALLER FUNCTIONS:
Max. static pressure Pa 100 100 100 100 100 100

INTEGRATED WATER DRY CONTACT
ON/OFF
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