
Twin rotary DCI compressor: 
high chamber DC Inverter 
twin rotary compressor; small 
vibration, low noise, high energy 
efficiency.

10-12 HP

Vector inverter control: 
180 degrees sine wave vector 
control, 64-bit operation; high 
precision control, to achieve 
high efficiency and lower noise.

High efficiency DC fan motor: 
DC fan motor with stepless 

inverter control, efficiency 
increased by 45% compared 

with AC motor and power input.

Double pressure sensor: 
equipped with high and low 
voltage; pressure double 
sensors; accurate pressure 
control, the system runs more 
smoothly, and is more energy 
efficient.

High efficiency condenser: 
Ø8 inner grooved tube;  
hydrophilic corrugated 

fissure fin.

Large diameter fan: 
570 mm big diameter axial 

flow fan; zigzag design, reduce 
airflow disturbance, air volume 

is bigger, the noise is lower.

MINI FLOWLOGIC II
2-PIPES - FRONT DISCHARGE

VRF
Outdoor units

+ PRODUCTS
•	 DC Inverter rotary compressor
•	 DC Inverter electric fan
•	 Integrated machine interface (HMI)
•	 Reduced dimension

RWV06 
(optional)

RWV08
(optional)

FEATURES
TECHNOLOGY:

DC INVERTER BLUE FIN
TREATMENT

INSTALLER FUNCTIONS:

SELF DIAGNOSTIC BMS COMPATIBLE

BMS
SERVICE MONITOR 

TOOL

CERTIFICATION

AIRWELL participates in the ECP 
programme for AC1.  
Check ongoing validity of certificate: 
www.eurovent-certification.com

* models so marked are not 
Eurovent certified

THE  « SUSTAINABLE DEVELOPMENT »
	qLow consumption and optimised regulation for greater energy savings

THE  « USER »
	qMode lock
	qCentralised management

THE  « INSTALLER »
	qUp to 300 m of refrigeration network and 50 m of height difference.
	qAccess to all parameters via the HMI for easier maintenance

THE  « TECHNOLOGY »
	qUp to 16 indoor units, performance certified by Eurovent*  
(8,10,12 HP)

Available in  
tropicalised version

80

R410A

http://www.eurovent-certification.com


Just feel well

MINI FLOWLOGIC II TECHNICAL DATA
Outdoor unit AWAU-

YCV080-H11*
AWAU-

YCV125-H11*
AWAU-

YCV150-H11*
AWAU-

YCV150-H13*
AWAU-

YCV180-H13*
AWAU-

YCVFD220-H13
AWAU-

YCVFD280-H13
AWAU-

YCVFD335-H13

Phase Single phase Single phase Single phase Three phase Three phase Three phase Three phase Three phase

Part number

7SP14H045 7SP14H041 7SP14H042 7SP14H044 7SP14H043 7SP14H010 7SP14H011 7SP14H012

RATED POWER

Cooling kW 8 12.5 15 15 18 22.6 28 33.5

EER 3.64 3.79 3.77 3.77 3.47 3.9 3.5 3.44

Heating kW 9.5 14 17 17 20 25 31.5 37.5

COP 4.31 4.12 4.35 4.35 3.9 4.6 4.2 3.90

ELECTRICAL PARAMETERS

Phase/Voltage/Frequency 1P/220-
240/50Hz/N 1P/220-240/50-60Hz/N 3P/400V/50Hz/N

Cooling rated power input kW 2.20 3.30 3.98 3.98 5.19 5.79 8 9.75

Heating rated power input kW 2.20 3.40 3.91 3.91 5.13 5.43 7.5 9.62

Max. current A 18.9  34.1  34.1  11.2  11.6  17.2 23.8 26

PERFORMANCE

Airflow (HS) m³/h 3500 6500 6500 6500 6500 10000 10000 10000

Sound pressure level (HS) dB(A) 54 57 58 58 59 55 58 60

Sound power level (HS) dB(A) 65 68 69 69 70 66 69 71

INSTALLATION

External dimensions (WxHxD) mm 960x830x340 960x1250x340 960x1250x340 960x1250x340 960x1250x340 1050x1636x400 1050x1636x400 1050x1636x400

Shipping dimensions (WxHxD) mm 1095×945×410 1095×1400×410 1095×1400×410 1095×1400×410 1095×1400×410 1150x1790x510 1150x1790x510 1150x1795x510

Net weight/Gross weight kg 70/76 99/107 99/107 99/107 99/107 168/183 168/183 168/183

Compressor type Rotary  Rotary  Rotary  Rotary  Rotary  Rotary Rotary Rotary 

Liquid pipe diameter inches 3/8” 3/8” 3/8” 3/8” 3/8” 3/8” 1/2” 1/2”

Suction pipe diameter inches 5/8” 3/4” 3/4” 3/4” 3/4” 3/4” 7/8” 1”

Max. pipe length m 100 150 150 150 150 175/150 300 300

Max. height between indoor and 
oudoor units* m 30 30 30 30 30 50 50 50

Maximum indoor units connectable quantity 4 8 8 8 9 13 16 16

OPERATING LIMITS

Cooling °C 10°/48° -5°/48° -5°/48° -5°/48° -5°/48° -5°/43° -5°/43° -5°/43°

Heating °C -15°/21° -15°/21° -15°/21° -15°/21° -15°/21° -15°/21° -15°/21° -15°/21°

PIPE LINE

Refrigerant/GWP R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088

Charge (0 m) kg 2.4 3.8 3.8 3.8 3.8 6.1 7.4 7.4

ACCESSORIES
Accessory Part number Code Photo Function Comment

Manifold pipe (gas 
+ liquid)

7ACFHH001 TAU335 Refrigerant gathering 33.5 kW > Total indoor units power

7ACFHH002 TAU506 Refrigerant gathering 33,5 kW ≤ Total indoor units power < 50.6 kW

Central controller 
gateway and 
ModBus/RTU

7ACELH027 ADV05 RWV06 and RWV08 adaptor and ModBus/
RTU gateway

Maintenance tool 7ACELH014 TD02 Working parameters monitoring and 
recording tool
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